
 

HYBRID STEPPER MOTOR-Nema17HS

General Specifictions:

Step Accuracy…………………………………………………………±5%

Temperature Rise………………………………………………80°C Max

Ambient temperature Range………………………………-20°C—+50°C

Insulation Resistance………………………………100MΩMin.500VC DC

Dielectric Strength………………………………………500V AC 1 minute
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17HS3404N 1.8 34 12 0.4 30 38 0.32 1.6 35 4 0.22
17HS3603 1.8 34 10.2 0.3 34 25.5 0.22 2.0 34 6 0.22
17HS3413 1.8 34 3.2 1.33 2.45 4.0 0.3 1.2 35 4 0.22
17HS4604 1.8 40 12 0.4 30 28.2 0.38 1.5 54 6 0.28
17HS4404 1.8 40 5.0 0.4 12.5 21 0.22 2.2 54 4 0.28
17HS4612 1.8 40 3.6 1.2 3.0 2.8 0.4 2.2 54 6 0.28

17HS4401N 1.8 40 2.55 1.7 1.5 2.8 0.4 2.2 54 4 0.28
17HS4417P1

-X4
1.8 40 2.55 1.7 1.5 2.8 0.4 2.2 54 4 0.28

17HS8630N 1.8 48 12 0.4 30 28 0.48 2.8 68 6 0.36
17HS5608 1.8 48 6 0.8 7.5 6.3 0.32 2 68 6 0.36
17HS5413 1.8 48 4.16 1.3 3.2 5.5 0.52 2.6 68 4 0.36
17HS5417 1.8 48 3.06 1.7 1.8 3.2 0.52 2.6 68 4 0.36
17HS5423 1.8 48 2.76 2.3 1.2 1.6 0.46 2.6 68 4 0.36

17HS5415P1
-X6

1.8 48 4.2 1.5 2.8 1.8 0.55 2.8 68 4 0.36

17HS8403N 1.8 48 3.1 2.5 1.25 1.8 0.48 2.8 68 4 0.36
*We can manufacture products according to customer's requirement. 

Dimensions: unit=mm
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Product link：https://www.longs-motor.com/?p=1246
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